
Assembly

Fused Spur

Fused Spur

13 amp Switched Spur Connection Unit  F used Spur with Cable Outlet

81.0020.12  Chrome    81.0055.12
81.0020.34  Brushed Nickel   81.0055.34

l

81.0020.35 Antique Brass   81.0055.35 
81.0020.37  Bronze    81.0055.37
81.0020.50  Black    81.0055.50
81.0020.57  White    81.0055.57

13 amp Switched Spur Connection Unit with Neon  Fused  Spur with Neon and Cable Outlet

81.0021.12 hrome    81.0056.12
81.0021.34 rushed Nickel   81.0056.34
81.0021.35 Antique Brass   81.0056.35 
81.0021.37 ronze    81.0056.37
81.0021.50 lack    81.0056.50
81.0021.57 hite    81.0056.57

Wall Box Depth - 25mm

2587

87 2

87

148 2
Single Plate Double Plate

Technical Data

Finish  painted/ plated

Material  brass

Safety  BS 4678

S EN 50085-1

Flex Outlet Plate 10mm  with Cable Clamp

81.0003.12

 

81.0003.34 rushed Nicke
81.0003.35 Antique Brass
81.0003.37 ronze
81.0003.50 lack 
81.0003.57 hite

 

Fu

9E5

  B

Fu
se

d 
Sp

ur

Wafer spurs are available with 
or without neon and front  
access hole.
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Fused Spur Unswitched			 
	
81.0100.12	 Chrome	
81.0100.34	 Brushed Nickel
81.0100.35	 Antique Brass
81.0100.37	 Bronze
81.0100.50	 Black	
81.0100.57	 White	




