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Straight Linked Curved Vertical 

Track Information
Altima low voltage track lighting is designed and manufactured in the UK. It exploits the 
quality and compact dimension of 12 volt halogen lamp, providing versatile and stylish  
architectural display lighting systems.

where space may be at a premium.

changes and bends up to 180 degrees (subject to using a total of 300v between isolating  
connectors). 
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capsule lamps.
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Track - detailed dimensions
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A 12v linear system into which  

any point.

LV.TE1.0010.12  Chrome 1m
LV.TE1.0010.18  Satin Silver 1m  
LV.TE1.0010.32  Brass 1m
LV.TE1.0010.50  Black 1m 
LV.TE1.0010.57  White 1m

LV.TE1.5010.12  Chrome 1.5m
LV.TE1.5010.18  Satin Silver 1.5m  
LV.TE1.5010.32  Brass 1.5m
LV.TE1.5010.50  Black 1.5m 
LV.TE1.5010.57  White 1.5m

LV.TE2.0010.12  Chrome 2m
LV.TE2.0010.18  Satin Silver 2m  
LV.TE2.0010.32  Brass 2m
LV.TE2.0010.50  Black 2m 
LV.TE2.0010.57  White 2m

LV.TE3.0010.12  Chrome 3m
LV.TE3.0010.18  Satin Silver 3m  
LV.TE3.0010.32  Brass 3m
LV.TE3.0010.50  Black 3m 
LV.TE3.0010.57  White 3m

Single Track                     12v   300VA

down and uplighting from a  
double-sided track. Two power-
feeds are required.

LV.TD1.0010.50  Black 1m 
LV.TD1.0010.57  White 1m

LV.TD1.5010.50  Black 1.5m 
LV.TD1.5010.57  White 1.5m

LV.TD2.0010.50  Black 2m 
LV.TD2.0010.57  White 2m

LV.TD3.0010.50  Black 3m 
LV.TD3.0010.57  White 3m

Double Track                  12v   300VA

Strong, slim and elegant with an 
aerofoil section.

LV.TQ2.0010.18  Satin Silver 2m
LV.TQ2.0010.50  Black 2m  
LV.TQ2.0010.57  White 2m

LV.TQ3.0010.18  Satin Silver 3m 
LV.TQ3.0010.50  Black 3m
LV.TQ3.0010.57  White 3m

Foil Track                      12v     300VA

Technical Data

Finish  painted/ anodised

Material  extruded aluminum

Fixings  see instruction sheet

Rating  12v  300 VA

Approvals III D FI N S
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Track can be joined by inserting track connectors.

For information on 300va Electronic Transformers EMC  
compliant for 3m track see page 2J.
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